CONTRACT NO. 98972

Location{ s):

Bituminous Surface Course (Location *2 & 5)

MIX DESIGN
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Mixture Use(s)

Polymer ized Bituminous Concrete Surface Course,

Location(s):

Leveling Binder (Locotion #2 & 5) '

Superpave, Mix D, N105S

Mixture Usels)

Polymerized Bituminous Concrete Surface Course,

AC/PG

SBS PG76-22

_{Superpave, Mix C, N10§

RAPY ( Mox):

0

AC/PG

SBS PG76-22

Design Alr Voids:

4, 0%, 105 Gyration Superpove Design

RAPZ (Max}:

0

Mixture Composition:

IL-9.5 mm or IL 12,5 mm

Design Air Voids:

4. 0%, 105 Gyrotion Superpave Design

(Gradation Mixture)

Mixture Composition:

IL-9.5 mm or IL 12.5 mm

Friction Aggregate:

D Surface

(Gradation Mixture)

Friction Aggregate:

None

Location{s):

Bituminous Surface Course (Location =1 & 3)

Mixture Usels)

Bituminous Concrete Surface Course, Superpaove,

Locationts)t

Bituminous Materials Prime Coat (Location *2 & 5}

Mixture Use(s)

Polymer Modified Emutsified Asphalt

Requirements:

SS-1HP or CSS-1HP

Mix €, N3O
AC/PG PGed~22
RAPZ (Max)s 10

Design Alr Voids:

4, 0%, 90 Gyration Superpave Design

Mixture Composition:

IL-9.5 mm or IL 12.5 mm

{ Gradation Mixture)

Friction Aggregate:

C Surface

Location(s):

Bituminous Surface Course (Location =4}

Location{s):

Pavement Potching {Location 21 & 3)

Mixture Use(s)

B1tuminous Concrete Surface Course, Superpave,

Mixture Usels)

Bituminous Concrete Binder Course, Superpave,

NSO, TL-19.0

Mix D, N9O
AC/PG PG64-~22
RAPYZ (Max): 10

Design Air Voids:

4. 0%, 90 Gyration Superpave Design

Mixture Composition:

IL-9.5 mm or IL 12.5 mm
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(Gradation Mixture)

D Surfoce

AC/PG PG64-22

RAPYZ (Max): 10

Design Air Voids: 4, 0%, 90 Gyration Superpave Design
Mixture Compositiont I1L-19. 0 mm

(Gradation Mixturel

Friction Aggregotet None

Friction Aqgregatet

Location{ sl

Leveling Binder (Location #4)

Mixture Use(s)

Bltuminous Concrete Surface Course,

Superpave, Mix C, N3O

AC/ PG

PG64-22

RAPYZ {Max):

10

Design Alr Voids:

4. 0%, 90 Gyratlion Superpave Design

Mixture Compositlion:

IL-9.5 mm or IL 12.5 mm

{ Gradation Mixture)

Friction Aggregate:

None

« 0-9 CONT. MAINT. FY Q6-10

MIX DESIGN




